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SOFREL OPC UA Server: QuickStart T LACROIX

V2.20- Aug.-22

Getting started with the SOFREL OPC UA Server

1 Installation

M Run the file "OPC-UA-Setup-x.xx.xx.exe" to install the server.

If SOFREL OPC UA Server is being updated, it is recommended:
v" To stop SOFREL OPC UA Server through the Windows system tray:

Start

Stop

About

v" And to backup the content of the following folders:
C:\Program Files\Lacroix Sofre\Sofrel OPC UA Server\Configuration

C:\Program Files\Lacroix Sofre\Sofrel OPC UA Server\Equipments

2 XML file configuration

2.1 Copying an example

M Copy one of the "Example" files in the following folder:
C:\Program Files\Lacroix Sofrel\Sofrel OPC UA Server\Configuration\Examples

M Paste this file into the folder:
C:\Program Files\Lacroix Sofrel/\Sofrel OPC UA Server\Confiquration

2.2 Renaming the example

M Rename the file to "SofrelOPCUAServer.xml"
(if file extensions are hidden, do not enter .xml).

M Edit this XML file using the "Notepad.exe" application;
it is divided into 2 parts:

e General settings: use the default general settings
(see documentation for advanced configuration)

e Devices: these must be changed.
Copy/paste an identical site, then customize it
by changing the settings shown in red below.



2.3 Customize the XML file

2.3.1 Creating a device

Change the settings shown in red below:

23141

2.3.1.2

unique)
y: 1%t identification code
z: 2" identification code
<SerialNumber>0700100001 Device serial number (optional)

<AuthenticationMethod>None The options available are:

For S4: None or Authority
For LS or LT: None

<Name>S500_tests You can name the device as you wish, but each name must be
unique.
<Address>1/2/3 xlylz: these 3 fields are used for identification purposes.

x: site number, also identified in the device configuration (must be

<Type>S500 The options available are S500, AS, S4 or DL (for LS or LT)

For S500 or AS: None, Password or Challenge

<Password>Pa$$word Password used to access the device (for S500 or AS only)
<IPAddress>x.x.x.x IP address of the device (irrelevant for LS or LT)

Case of an S$500 without password management

<Equipment>
<Address>1/0/0</Address>
<Name>S500_Vern</Name>
<Type>S500</Type>
<Links>
<Link>
<IPAddress>192.168.1.1</IPAddress>
</Link>
</Links>
</Equipment>

Case of an S$500 with challenge-based password management
and two communication media

<Equipment>
<Address>2/0/0</Address>
<AuthenticationMethod>Challenge</AuthenticationMethod>
<Name>S500_Rennes</Name>
<Password>MODBU1</Password>
<Type>S500</Type>
<Links>
<Link>
<IPAddress>192.168.1.2</IPAddress>
</Link>
<Link>
<IPAddress>192.168.1.22</IPAddress>
</Link>
</Links>
</Equipment>
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2313

Case of an S4 with certificate management

<Equipment>

<Links>
<Link>

</Link>
</Links>
</Equipment>

<Address>5/0/0</Address>
<AuthenticationMethod>Authority</AuthenticationMethod>
<Name>S4_Vannes</Name>
<Type>S4</Type>

<IPAddress>192.168.1.5</IPAddress>

2314 Caseofan LS orLT

<Equipment>

</Equipment>

<Address>10/0/0</Address>
<Name>LS42_Lorient</Name>
<Type>DL</Type>

3 Test client configuration

3.1 Download the UaExpert client

You can download the UaExpert client from the following website:

httpos://www.unified-automation.com/downloads/opc-ua-clients.html

To download this UaExpert client, the user must register with the website.

3.2 Start UaExpert

To be able to use an unsecured connection with UaExpert, the user must set the parameter «
General.ForceSendClientCertificate » to True by following the procedure below:

e Unified Automation UaExpert - The OPC Unified Architecture Client - NewProject
File View Server Document | Settings | Help

] o} 2 Plugins..
DeBPY e

B RO

Project a8 X © Attributes 8 x
4 [1 Project Manage Certificates... o Displ G 1) [+]
3 servers Attribute Value

4 [ Documents
3 Data Access View

Address Space 8 x

]

]

Filter:

Parameter Value T
General. Suppress SaveOnExit false
General.Retrievelcons false
General. TypeDictionaryMade Reconnect
General.InternalServiceCalTimeout 5000 D
General.PersistPasswards
General.ForceSendClientCertificate f%z B2 B
General. ShowlTCTimestamps false
General.Max] Send the client certificate in CreateSessionRequest an nan-secure cannections. |
General.DisableErrar.Certificats Timelmalid false -

Add a server by clicking on the symbol ¥ (Add Server).

~

q ' A F ™~ | q =
DePPR(#=2 x4 ) 8 K|
Project / & X || Data Access View © |atributes & x
L= Froject # Server Node Id Displa GL& [+]
/ B Servers Attribute Value
4 [ Documents
3 Data Access View
Address Space J X
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3.3 Select the SOFREL OPC UA server

B Add Server

Configuration Mame

Discovery Advanced

Endpoint Filter: |No Filter -

2 Local
[ @ Local Metwork
4 e Custom Discovery

I 4 < Double click to Add Server... >

I (-) Recently Used

Double-click on "Double click to Add Server...".

A

Enter the Url of @ computer with discovery service running:
opc.tep: /{172, 17.20.170:4840 )
I Ok I Cancel

B Enterun

Enter the IP address of the SOFREL OPC UA
server, followed by ":4840" corresponding to
the port number.

Then click on OK.

Configuration Name  Terre @PORT-APAR - None - Mone (uatcp-uasc-uabinary)

Discovery Advanced i

Endpoint Filter: [N Filter -

2, Local
[ @ Local Network
Ll @ Custom Discovery
% < Double click to Add Server... >
4 1 opctep://172.17.20.170:4840
a

D r 1o

] l

() Basic256 - Sign & Encrypt (uatcp-uasc-uabinary)
() Basic256 - Sign (uatcp-uasc-uabinary)
() Basic2565ha256 - Sign & Encrypt (uatcp-uasc-uabinary)
() Basic2565ha256 - Sign (uatcp-uasc-uabinary)
& () Recently Used

Authentication Settings

@) Anonymous

Username | ‘

“ Password | ‘ [] store

Certificate | | |_|

Private Key | | |_|

Connect Automatically

Select the security level for logging onto the SOFREL OPC UA server.

Selecting "None - None" indicates that the connection is not secure.

Secure connections are preceded by the icon =

Then click on OK.
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3.4 Logging onto the SOFREL OPC UA server

File  View Server Document 5Settings  Help

DEPBE #=0)X%KS B K| w

Project B X | Dag Access View @ Attributes F X
4 [ Project # Server ModeId Displa GE:"'k [+
“ u SErvers Attribute Value

Terre@PORT-APAR - None

4 ﬂ Documents
N

[3 Data Access View \

Select the server created.
Then click on "Connect Server".

An error message is displayed indicating that the SOFREL OPC UA server is not recognized by the
UaExpert client.

L2 [

-
B Certificate Validation

Validating the certificaje of server 'Terre@PORT-APAR returned an error:

\ 4
9 BadCertificateUntrusted

Certificate Chain

Mame Trust Status
|¥' UaServerMET Untrusted

Certificate Details

Commaon Mame UaServerMET D
Organizaticn UnifiedAutomation
OrganizationlUnit -
Trust Server Certificate
Accept the server certificate temporarily for this session Continue | [ Cancel

Click on "Trust Server Certificate".
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| |

The certificate of server 'Terre@PORT-APAR' was validated successfully.

Good

Certificate Chain

Mame Trust Status
& UaServerMET Trusted

Certificate Details

UaServerMET
UnifiedAutomation

Common Mame
Organizaticn
OrganizationUnit

|Trust Server Certiﬁcate|

[] Accept the server certificate tempararily for this session Continue

Then click on Continue.

File

I @ # =20
Project =
4 ﬂ Project
4 ﬂ WErS
2, |Terre@PORT-APAR - None -

4 ﬂ Documents
ﬂ Data Access View

View Server Document

Settings  Help

B X _—

X Q&

Data Access View |

) |Attributes

Displa G[E'r

Attribute  Value

# MNode Id

Server

‘| m |

Address Space B X

3 |No Highiight

1 Root

a3 Objects  \
“ ControlKey
&% DL-250

& DL_00010

& Global

&% 1P

& PL_00001

a Server

Views

=4

References g X

GEW[&I@IFNWUd v]ﬂ

Target Displayl

Reference

i p

] |

Log

8 D

Timestamp

Source

16/03/2017 17:56:15.231 Address5pac..
16/03/2017 17:56:15.229 AddressSpac...

G/l (1 e L4 erver Mode

Server

Terre@PORT-APAR...
Terre@PORT-APAR...

erre@PORT-APAR

Message
Browse succeeded.
Browse succeeded.

Eeviced values: Se

EL.ndanne ELLIT

If you have selected an unsecured connection (None-None), you are logged onto the SOFREL OPC UA

server.

The symbol in front of the server indicates that the connection was successful.
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The tree view of OPC items is displayed in the "Address Space" view.

File  View Server Eoument §ngs Help
DeBPBO # =0 x4 25 K | <
' B X | Data AccessView | ©Q Attributes

# Server ModeId Displa GE:%

Attribute  Value

VETS
erre@PORT-APAR - None -

4 ﬂ Documents
ﬂ Data Access View

4 | ] |

References B X

Address Space J_}Ef;zh-:-i[@lForward vlﬂ

Reference Target Display

ol

Log
®# P

Timestamp Source Server Message

16/03/2017 17:51:16.806 Server Mode  Terre@PORT-APAR... [Connecting failed with error 'BadSecurityChecksFailed' I

16/03/2017 17:51:16.798 Server Node  Terre@PORT-APAR. A Error '‘BadSecuntyChecksFailed' was returned dunng OpenSecur.,
/0 (l 01 ERNELT (1o

dsiACK

If you have selected a secure connection, then the connection failed because the UaExpert client
certificate is not recognized by the SOFREL OPC UA server.

3.5 Acceptance of a client certificate
by the SOFREL OPC UA server
The UaExpert client's certificate has been rejected by the SOFREL OPC UA server.
The SOFREL OPC UA server thus copies it into the following folder:

C:\ProgramData\unifiedautomation\UaSdkNetBundleBinary\pkiserver\rejected\certs

The certificate file is named "UaExpert..." and its extension is ".der".

Cut and paste this file to move it to the following folder:

C:\ProgramData\unifiedautomation\UaSdkNetBundleBinary\pkiserver\trusted\certs

Next, click on "Connect Server" to log onto the SOFREL OPC UA server.
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3.6 Subscribing to items

File View Server Document Settings Help
(P BPO #=0 542 & x|~
| Project & X | Data Access View Q
| 4 O Project # Server Node Id Value Source Timestamp Server Timestamp Statuscode ]l
« [A Servers 1 Temre@PORT.. NS2[String|PL_0000L.LI 0001 HValue 01/01/2000 01:00:00.000 01/01/2000 01:00:00.000 BadNoDataAvailable
Q Terre@PORT-APAR - None| (2 Terre@PORT...  NS2|String|PL_00001.L1 0001.Value false (01/01,/2000 01:00:00,000 01,/01/2000 01:00:00,000 BadNoDataAvailable
. o 3 Terre@PORT.. NS52|String|PL_00001.LO_0003.HValue 01,/01/2000 01:00:00.000 01,01,2000 01:00:00.000 BadNoDataAvailable
[ Documents 4 Terre@PORT.. NS52|String|PL_00001.L0_0003.Locked false 01,/01/2000 01:00:00.000 01,01,/2000 01:00:00. BadMoDataAvailable
[3 Data Access View 5 Terre@PORT.. NS52|5tring|PL_00001.LO_0003.Value false 01,/01/2000 01:00:00.000 01,/01,/2000 01:00:00. BadNoDataAvailable
[ —T— v | |8 Terre@PORT.. N52|String|PL_00001.NI_0005.HValue 01,/01,/2000 01:00:00.000 01,/01/2000 01:00:00. BadNoDatafvailable
7 Terre@PORT.. NS52|5tring|PL_00001.MNI_0005.Value 0 01/01/2000 01:00:00.000 01,01/2000 01:00:00.000 BadNoDataAvailable
Address Space I & x| (8  Teme@PORT.. NS52|String|PL_00001.NO_0007 HValue 01,/01,/2000 01:00:00.000 01,01,/2000 01:00:00.000 BadNoDataAvailable
9 Tere@PORT.. MS52|String|PL_00001.NO_0007 Locked false 01,/01,/2000 01:00:00.000 01,01/2000 01:00:00.000 BadMNoDataAvailable
3 INo Highlight = |10 Terre@PORT... NS2|String|PL_00001.NO_0007 Value 01,/01/2000 01:00:00.000 01,/01,/2000 01 000 BadNoDataAvailable
- 11 Terre@PORT... MNS52|String|PL_00001 TimePericd_1000.Value 00:00-00:00,00:00-00:00,... 01/01,2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMNoDataAwvailable
4 & PL_00001 “||12  Tere@PORT... NS2|String|PL_00001.General.Address 1/0/0 01/01/2000 01:00:00.000 17/03/2017 14:43: 41 744 Goo
b 2 Connection 13 Terre@PORT.. NS2|String|PL_00001 General SerialMumber 149300001 01/01/2000 01:00:00.000 17,/03/2017 14:43:41.744 Good
b &] General 14 Terre@PORT.. NS2|String|PL_00001.General. Type S500 (01/01,/2000 01:00:00.000 17/03/2017 14:43:41.744 Good
15 Terre@PORT... MNS52|5tring|PL_00001.Connection.AskedPrimary false 01/01,/2000 01:00:00.000 17/03/2017 14:43:41.744 Good
4 Q00 16 Terre@PORT.. NS52|5tring|PL_00001.Connection.Date 2000-01-01700:00:00,000Z 01/01/2000 01:00:00.000 17/03/2017 14:43:41.744 Good
of#8@ HValue =
) =
b & L1.0002
b % L1099
b L1000
4§ LO_0003
> Hvalue
I @ Locked
b @ Value
I % LO_0004 L
4  NILO0OS T
@ Hvalue
b @ Value
I % NLODOG
4 % NO_0007
@ HValue
> @@ Locked
I #@ Value
b g NO_0008

I» & TimePeriod_0999
4 @ TimePeriod_1000

I @ Value -

The tree view of OPC items is displayed in the "Address Space" view under “Root\Objects".

You can only subscribe to OPC items preceded by the icon &,

To subscribe to an OPC item, drag it into the "Data Access View".

3.7 Communicating with a device

igs  Help
x L")\'E !ﬂj H -
Data Access View a
# Server Mode Id Yalue Source Timestamp Server Timestamp Statuscode

1 Terre@PORT... NS2[String|PL_00001.L1_0001.HValue 01,/01,/2000 01:00:00.000 01,/01,2000 01:00:00.000 BadMoDatabwvailable
2 Terre@PORT.. MN52|String|PL_00001.L1_0001.Value false 01,/01/2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMoDatahvailable
3 Terre@PORT... NS2[String|PL_00001.LO_0003.HValue (01,/01,/2000 01:00:00.000 01,/01,2000 01:00:00.000 BadMeDatabwvailable
4 Terre@PORT.. MN52|String|PL_00001.LO_0003.Locked false 01,/01/2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMoDatahvailable
5 Terre@PORT... NS2|String|PL_00001.LO_0003.Value false (01,/01,/2000 01:00:00.000 01,/01,2000 01:00:00.000 BadMeDatabwvailable
6 Terre@PORT.. MN52[String|PL_00001.MI_0005.HValue 01,/01/2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMoDatahvailable
7 Terre@PORT.. MNS2[String|PL_00001.MI_0005.Value 0 01,/01,/2000 01:00:00.000 01,/01,2000 01:00:00.000 BadMeDatahwvailable
8  Terre@PORT.. MN52|String|PL_00001.MO_0007.HValue 01,/01/2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMoDatahvailable
9 Terre@PORT.. MNS2|String|PL_00001.MO_0007.Locked false 01,/01,/2000 01:00:00.000 01,/01,2000 01:00:00.000 BadMeDataAwvailable
10 Terre@PORT.. MN52|String|PL_00001.MO_0007 Value 0 01,/01/2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMoDatahvailable
11 Terre@PORT.. MNS52|String|PL_00001.TimePeriod_1000.Value (00:00-00:00,00:00-00:00,... 01,/01,/2000 01:00:00.000 01,/01,/2000 01:00:00.000 BadMoDatafwvailable

erre@PORT... NSZIStrquPL 00001.General. Address 1/0/0 01,/01/2000 01:00:00.000 17/03/2017 14:42:41.744 Good
13 Terre@PURT™ [General.SerialMumber 149900001 01,/01/2000 01:00:00.000 17/03/2017 14:43:41.744 Good
14 Terre@PORT... NSZIStnanP‘L 00001.General. 0 01/01,/2000 01:00:00,000 17/03/2017 14:43:41.744 Good
15  Terre@PORT... NS2|String|PL_00001.Connection.AskedPrimar 17/03/2017 15:07:10.541 17/03/2017 15:07:10.541 Good
16 Terre@PORT.. MN52[String|PL_00001.Connection.Date A000-01-01T00:00:00.,000Z 01,/01,/2000 01:00:00.000 17,/03/2017 14:43:41.744 Good

To call the device, double-click on the value of the AskedPrimary item ("Value" column) in the "Data
Access View".

Check the value of this item, then click on another row of the "Data Access View" to validate
your choice.
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3.8 Autoconfiguration

If the data of the device do not appear in the tree view of OPC items, the user must set the value of the
« Connection\ConfigurationRead » item to True (if it is set to False).

e If the device is a Remote Terminal Unit (S500, AS or S4), then the user must call the device (as
described in §3.7).
e If the device is a Data Logger (LS or LT), then the user must:
v Either trigger a communication test with the SCADA (by using Bluetooth through the
interface of Softools)
v Or wait for the first transmission scheduled for the day for this Data Logger.

The OPC item « Connection\Date » contains the date of the last communication with the device. So it
allows to know if a communication has occurred lately with the device.

4 Authentication

The SOFREL OPC UA server observes the security rules described in the S4 online help.

First, the SOFREL OPC UA server user must export the pre-certificate (CSR file)
and use the S4-Keys certification authority, or another PKI to sign electronic certificates
(see "- Administration - Security" in the S4 online help).

All the devices on the subnet must authenticate themselves with electronic certificates signed
by the same certification authority.

Authentication between each S4 and the SOFREL OPC UA server is mutual and systematic.

Fg.l Sofrel OPC UA Server - Certificate Tool

State or Province

Produ ate IMPORT
Intermediate authority 2 IMPCORT

IMPORT

5 Diagnostic tool

The events recorded in the SOFREL OPC UA server logs are located in the following folder:
C:\Program Files\Lacroix Sofrel/\Sofrel OPC UA Server\Log

The "Configuration.log" file contains all the errors encountered when reading the
"SofrelOPCUAServer.xml" configuration file.
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